How To Build A Water Polo Goal



Here are plans for a wall and a floating goal, courtesy of USWP's National Development Committee and CAD artist Chip Harper. Enjoy!

· Wall goal--(aka fixed goal) For short pools or where floating goals aren't feasible 

· Floating goal--Build one of these if at all possible 

· Buy a goal--I don't sell goals, but S&R Sport does. International inquiries can be directed to anti (original inventor of the Anti Wave goal) in Australia. 

· Support--Support this site with a modest donation or purchase from Amazon. 

· Back--Back to Steven's home page 



Wall goal
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	This section contains a description and 

plans (1 page) for a Wall Goal. 




United States Water Polo, Inc.
National Development Committee
Fixed Water Polo Goals 

Specifications (NCAA): must have flat surface 3 inches (0.75m) wide, of rigid material around the goal face. The color must traffic yellow, orange, or white. 

The goal posts must be 10 feet (3.0m) apart and the crossbar must be 3 feet (0.9m) above the water when the water is 5 feet (1.5m) or more in depth; or, it must be 8 feet (2.4m) from the floor of the playing area if the water is under 5 feet in depth. All measurements must be taken from the inside of the goal frame. 

Canvas backing must be loosely attached in front of all supports to enclose the back and sides of the goal space (floating goals must have net backing). 

The goal space must be at least 18 inches (45.72cm) deep without any obstructions. 

Note: When making backing, fold and sew the canvas over a piece of webbing before putting in the grommets. The will add years to the backing as torn out grommets are the major points of failure in goals. 

Directions:
1. Cut pipe to length. Weld back section together.
2. Put on 18 inch pieces for depth. Be sure all angles are square.
3. Attach front pipe pieces and studs for wood facing. Also add chain links for lacing backing.
4. Wire brush all welds; drill holes for bolts to attach facing. Prime all metal and wood parts.
5. Paint all goal surfaces. Attach wood face after first coat and give as many additional coats as needed.
6. Attach backing (and mounting brackets if adjustable) and play polo. 



Floating goal
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	This section contains a description and plans 

(2 pages) for a Floating Goal. 


United States Water Polo, Inc.
National Development Committee
Floating Water Polo Goals 

Specifications: the goal posts and crossbar must be 3 inches (0.75m) wide of wood, metal, or synthetic (plastic) material. The color must white (FINA and U.S. Water Polo) or traffic yellow, orange, or white (NCAA). They must be square with the goal line. 

The inner side of the goal must be 3 meters (10 feet) apart. The underside of the crossbar must be 0.90 meters (3 feet) above the water surface. 

Limp nets must be attached to the goal fixtures to enclose the entire goal surface with at least 0.30 meters (1 foot) clear space behind the goal line, everywhere within the goal area. 

Directions:
1. Cut 1/2 in. or 5/8 in. marine plywood (regular plywood will not last) as shown in Page 2. Glue liberally and screw pieces together. Clamp and apply weight.
2. Notch 4x4 posts and crossbar. Glue and bolt together. Or it is possible to glue two 2x4's together to make the 4x4, varying lengths to make the notches. Be sure to use redwood or treated wood.
3. Make three supports and weld plate on each end to screw or bolt to wood. Wire brush welds and prime.
4. Attach posts and supports to base. Insert screw eyes into posts, crossbar, and base to attach net.
5. Paint white (FINA, USWP) or white, traffic yellow or orange (NCAA).
6. Put in water and adjust kickboards under base to support weight of posts and crossbar. Play polo.

